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HOMA-pumpar med skärsystem har varit tekniskt marknadsledande 
lösningar i årtionden. Lång erfarenhet har lett till att den nya serien med 
Alligator chopperpump sätter nya standarder för prestanda och pålit-
lighet. Den nya OC-hydrauliken är banbrytande när det kommer driftsäk-
erhet.

Homas Alligator är imponerande pålitlig i att ta sig an problematiska fasta 
partiklar som bindor, plastpåsar, textilier. Pumpstationer ligger alltmer på 
gränsen av vad som måste passera utan driftstopp - något en Homapump 
underlättar. HOMA har utvecklat ett nytt skärsystem med OC-hydraulik som 
effektivt river och tar sig an föroreningar och fasta ämnen. Det specialdesig-
nade pumphjulet har ett integrerat skärsystem och en skarpkantad radie till 
slitplattan som också är försedd med ett eget brytspår.

Tillverkad i härdat stål - garanterad hårdhet på HRC60 
Hög verkningsgrad - upp till 67 % 
Energieffektiva motorer
Enkelt underhåll tack vare modulär design av hydraulik
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Höga tryckhöjder vid medelstora flöden 
Inga driftstopp = god, livscykelekonomi 
Effektiv finfördelning 
Extremt slitstarka hydrauliska komponenter 
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Designen gör att de hydrauliska komponenterna bryter 
ner de fasta partiklarna och leder bort dem från in-
loppsområdet. Detta gör att Alligatorpumpen är särskilt 
lämplig för avloppsvatten med stora inslag av fasta 
partiklar.   

HOMA har lagt stor vikt vid att få den totala livscykel-
kostnaden låg genom minimalt med underhåll över tid. 

Impellern och slitskivan som är de komponenter som 
utsätts för mest slitage, är gjorda av slitstarkt härdat 
stål som även tål nötande ämnen som exempelvis sand. 
Verkningsgraden är så hög som upp till 67%

HOMA är tysk kvalité när den är som bäst med 75 års 
erfarenhet av pump-konstruktion, innovativ teknik och 
material i hög klass.

FV 25 / FV 50

FV 50

FV 25

Flushing Valve for
Pump Sumps

Application

The new HOMA flushing valve prevents
the building up of grease and solids in
pump sumps. It is an easy and effective
alternative to regular mechanical
desludging, and reduces not only
downtime but also operational cost of
submersible pump stations.

Function

Every time the pump starts, the valve
is opened and a part of the pumped
liquid is blown through a jet nozzle into
the sump, flushing all solids into
suspension, so that they are pumped
away within the pumping cycle.
The jet nozzle can be alternatively
directed either towards the sump
bottom to prevent sedimentation, or
towards the upper liquid level to prevent
the building up of a scum layer at the
top of liquids with high grease contents.

Installation

The purge valve is fitted on the pump 
outlet between the pump flange and 
pump coupling (when installed with 
clutch system) or pipe (at floor instal-
lation of the pump). Depending on the 
nominal diameter of the pressure port 
appropriate for this adapter kits (DN 
50 to DN 150) are available. For larger 
pumps, the purge valve can be mounted 
directly to the cleaning opening in the 
pump housing if present.

The purge valve works by exploiting the 
Venturi effect and by pressure differen-
ces. The valve requires no external drive 
or control units. The purging time can 
be set between 20 and 50 seconds in-
dividually. The sophisticated design also 
allows for easy replacement of consu-
mable parts such as nozzle or ball seat.

Adapter-Kits: See selection table on back

Adapter flange for direct connection 
to the pump housing: On request

Materials

Housing Stainless steel
1.4436

Adjusting screw Brass

Diaphragm/
Jet nozzle NBR

Ball seat Stainless steel
1.4571

Ball
FV 25
FV 50

Ball bearing steel
NBR with steel core

Oil Food save

Technical Data Flushing valve FV 25 Flushing valve FV 50

Power for pump stations 
up to 1.2m / 3.9 ft 
diameter

for pump stations
with more than 1.2m / 3.9 ft 
diameter

Medium temperature max. 40°C / 104°F max. 40°C / 104°F

pH-value 5-13 5-13

Weight 3.1 kg / 6.2 lb 11.2 kg / 19.8 lb

Flush time recom. 20-50 sec. recom. 30-50 sec.

min geodetic head - 8,5 m

Discharge G 1“ G 1½“

Part No. 8500120 8500122

HOMA: 75 ÅRS EXPERTIS KRING    
PUMPAR FÖR AVLOPPSVATTEN
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